SL-M3825DW/SEE

Fast and professional
printing with high-quality



Input Capacity Maximum

820 Sheets

Media Type Cassette

Plain / Thin / Recycled / Thick /
Archive / Bond / Cardstock

Media Type Multipurpose tray

Plain / Thin / Bond / Pre-printed / Recy-
cled / Envelope / Transparency / Label
/ Cardstock / Thick / Cotton / Colored /
Archive / Thicker

Media Type Other Options

Plain / Thin / Recycled / Thick /
Archive / Bond / Cardstock

Media Size Cassette

A4/A5/A6/1SOB5/)ISBS / Executive /
Letter / Oficio / Folio / Legal / Statement
/ Custom

Media Size Multipurpose tray

A4/ A5/ A6/1SOB5/JISBS / State-
ment / Letter / Oficio / Folio / Legal
/ Envelope (No 10 / Monarch / DL/
C5/C6/ No 9) Postcard /Index card /
Executive / Custom

Media Size Other Options A4/A5/A6/1SOBS5/)ISB5/
Executive / Letter / Oficio / Folio /
Legal / Statement / Custom

Media Weights Cassette 60-163 g/m? (16—43 Ibs)

Media Weights 60-220 g/m? (16-58 Ibs)

Multipurpose tray

Media Weights Other Options

60-163 g/m? (16—43 Ibs)

Output Capacity

150-sheet Face-Down, 1-sheet Face-Up

Model SL-M3825DW/SEE
General Functions Standard Print
Functions Optional Value Added Function:
Eco Print, Secure Print, Wireless
Processor 600 MHz Processor
Operational Panel 2 Line LCD, Numeric Keyboard
Memory Standard 128 MB Memory
Memory Maximum 512 MB Memory
Interface Standard Ethernet 10 / 100 Base TX / High Speed
USB 2.0 / Wireless 802.11 b/g/n
Interface Optional IEEE 1284 B Parallel Connector
Power Consumption 700 W (Active) / 10 W (Ready) /
1.6 W (Wi-Fi Direct Off, Sleep),
2.8 W (Wi-Fi Direct On, Sleep)
Noise Level Less than 57 dBA (Printing) /
Less than 26 dBA (Standby)
Dimension (WxDxH) 366x365.6x262.5mm
(14.4x 14.4x 10.3 inch) dimension
Weight 10.18 kg (22.4 Ibs)
Max. Monthly Duty Cycle Up to 80,000 sheets
Print Speed (Mono) Up to 38 ppm in A4 (40 ppm in Letter)
First Print Out Time (Mono) As fast as 6.5 sec (From Ready Mode)
Resolution Up to 1200 x 1200 dpi effective output
Emulation SPL / PostScript3 / PCL6 / PCL5e /
IBM ProPrinter / EPSON
Duplex Print Built-in
Operating System Windows 8 /7 / Vista / XP / 2008 R2

/2008 /2003, Mac OS X 10.5-10.8,
Various Linux/Unix

Print Features

Automatic Double Sided Print,
Barcode Print, Secure Print

Consumables

Toner Black

Standard Yield: Average Cartridge Yield
3 K standard pages. High Yield: Average
Cartridge Yield 5 K standard pages.
Extra high Yield: Average Cartridge Yield
10 K standard pages (Ships with 3 K
pages Starter Toner Cartridge) Declared
Cartridge Yield in accordance with

ISO / IEC 19752.1EC 19752.

Imaging Unit/Drum Black

Average Yield 30K standard pages

Paper Handling

Input Capacity Cassette 250-Sheet Standard Cassette
Input Capacity 50-Sheet Multi Purpose Tray
Multipurpose tray

Input Capacity Other Options  520-Sheet Second Cassette Feeder

Option 520-sheet Cassette Tray / Memory
512 MB/ IEEE 1284 B Parallel Connector
Solution Device Management Yes

Output Management

Yes

Mobility

Yes




